Particulate Filtering
Reusable Mask
As Flow-Rite responded to COVID-19, the health and safety
of our people became a top priority. Because we have the
flexibility of being a vertically integrated manufacturing
company, masks were quickly produced for our
employees. It became evident we could also help our
community and beyond. Flow-Rite is now joining the
fight by manufacturing top quality masks that can be
sanitized and reused.
Flow-Rite Masks come with the highest-efficiency
media filter available and protect from exposure to
biological aerosols including viruses and bacteria.
They reduce exposure to certain airborne particles (all
non-oil aerosols) and provide a barrier to splashes,
droplets and sprays.

Reusable

Flow-Rite Masks
can be sanitized
and reused.

Particle
Filtration

Filter removes
92% of airborne
contaminants of
0.3 microns or larger.

Latex free.

Conserves
Resources

Flow-Rite Masks use less
filtration material than
traditional surgical face masks.

Elastic straps adjusts
to any size.

Designed
to not fog
glasses.

Each mask
includes a 5-pack
of disposable
filters.

Flow-Rite Controls
960 74th Street SW
Byron Center, MI 49315

616.583.1700 ● flow-rite.com
Beth Beld ● 415.683.9018 ● bbeld@flow-rite.com

Key Mask Features
z FDA compliant materials

z Upper use temperature of 120°c (250°f)

z Chemical resistant to water, acids,
alcohols, detergents and oils

z High tear strength resistant to skin oils

z Excellent UV stability
z Exceptional elastic recovery
z Exceptional low temperature
properties

z High tensile strength at low hardness
z Odorless
z Reusable
z Does not fog glasses

Characteristic

Specification

Description

Injection molded contour mask with retainer for replaceable
filter. Includes elastic strap and 5 filters

Material Composition

Color

Dimensions

Mask/Retainer

Monoprene

Elastic Strap

Polyurethane + Polyester

Filters

92% of airborne contaminants of
0.3 microns or larger

Mask/Retainer

Light Blue

Elastic Strap

White

Mask w/ Retainer

4.17" w x 4.6" h x 2.22" d

Elastic Strap

18" x 3/8"

Filters

2.5" x 2.5"

To install a filter, carefully
center the filter over the
opening and press the
retainer fully into place
to get a good seal. It is
recommended to replace
filters daily.

Made in the
USA

To attach the elastic
straps, tie one end to
the mask then loosely tie
the other end. Once the
desired fit is achieved,
tighten both knots.
Adjusts to any size.
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